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Proposer’s/Firm’s Name:  General Clarifications 

 

RFQ Section No. 

or Appendix 
Question Reserved for Department Response 

ITP  

Sec 1.2(E) 

 

Do all the existing sign and VMS structures need to comply with 

UDOT Bridge Manual of Instruction Section 14, or will UDOT 

allow the existing steel structures to be relocated? 

Comply with the UDOT Bridge Manual of Instructions 

Section 14.  If the existing structures meet the 

requirements of Section 14, they may be reused. 

Chapter 2 

00555S 

Sec 1.12(A) 

Can UDOT provide a copy of the access agreement between UDOT 

and UTA? 
A draft agreement will be provided. 

Addendum 

Chapter 3 
Sec 3.4.6.5.2 

Will UDOT require space for only 1 person?  
Only 1 space is required. 

Chapter 3 

Appendix 1-3B 

Sec 3B.3(Q) 

Does the force main from the pump station need to be relocated from 

under the existing shoulder to the new shoulder or can it remain under 

the new travel lane? 

The force main is required to be relocated out from 

under the existing shoulder/future travel lane. 

Chapter 3 
Appendix 1-3B 

Sec 3B.3(R) 

Will UDOT pay for any upsizing of the storm drain system if 
required by the Sandy City, Midvale City, or Salt Lake County 

Master Plans?  Can these master plans be provided by UDOT? 

UDOT will not pay for up sizing of existing local 
government systems. 

Chapter 3 
Appendix 1-3E 

Sec 3E.4.3(A) 

The existing topsoil would be considered “very poor” in quality.  
Please confirm that the existing material only has to meet the 

requirements of 3E.4.3(A) to be reused as topsoil.  

Topsoil for the project will be required to meet the 
requirements of Standard Specification 02912. 

Addendum 

Chapter 3 

Appendix 1-3G 
Sec 3G.4.3.6 

This section states “Maintain all roadway striping within the Project 

limits…with a minimum reflectivity of 125 millicandelas.”  Will all 
existing pavement markings meet the requirements of this section at 

NTP?  If not, will the contractor be required to upgrade all the 

existing striping at the beginning of the project?   

UDOT is planning a restriping project on I-15 this 

summer.  As a result restriping is only required for 
striping that is impacted by the project. 

Chapter 3 
Appendix 1-3G 

Sec 3G.4.3.7(F) 

Will all the landscape irrigation system be in a functioning condition 
at NTP?  If not, will contractor be required to upgrade the irrigation 

system at the beginning of the project?   

The existing irrigation system is assumed to be in 
functioning condition. 

Chapter 3 
Appendix 1-3M 

Sec 3M.6 

Will the bridge components, MSE walls, and barrier walls need to be 
painted? 

The bridge components and walls will be required to 
match the existing components. 

Addendum 
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F-647SW 

2 of 2 
Should the parapet width be 1’-3” as shown or 1”-5”? 

The parapet width is 1’-5”. 

Addendum 

 

F-647SW 
1 of 2 

Do the power lines over the 8000 South bridge need to be raised as 

called out or was that completed as part of the I-15 Reconstruction? 

The note on the plans is incorrect and will be removed. 

Addendum 

F-647SW 
Will the entire bridge structure (F-647SW) need to meet current 

seismic requirements or only the widened portion? 

Meet the current seismic requirements for the entire 

bridge. 

Geotech Can UDOT provide survey data for soil borings? 
The survey data will be provided. 

Addendum 

Chapter 2 
1.12.F.6 

States “Provide concrete barrier to separate the right lane from the 
work zone.”  Will barrier be required for the full duration of the 

project?  Please clarify what, if any, construction activities can be 

completed without barrier to separate the work zone. 

Temporary concrete barrier is required as soon as the 
existing barrier is impacted.  The temporary barrier 

may be removed when the new barrier is accepted.  In 

addition concrete barrier is required whenever the 

conditions meet the criteria defined within the standard 
drawing TC 3 decision tree. 

Addendum 

ITP 4.4.4.4C 
Will the DBE forms be required in hard copy as stated here, or 
should they be submitted with the cost estimate in the EBS system? 

The DBE form will be deleted.  DBE information will 
be required through the EBS. 

As-built drawings 

Can the Sandy City Sewer District manhole (Survey shot # 5727 N = 
381295.70 E = 67868.00 be raised and remain in the shoulder of the 

9000 

South on ramp.  Please provide detailed as-built of the Sewer lines 
that tie in to this manhole. 

The sewer manhole cannot be within the new N/A line 
(face of wall). 

Chapter 3 Appendix 

1-3B 

Sec. 3B.4.8 

Section 3B.4.8 Detention and Retention Facilities, of the RFP 

performance requirements, specifies in Part A to design and 

construct detention and retention facilities in accordance with the 
current Manual of Instruction, Roadway Drainage and in Part B  

specifies to use a 10 year, 24 hour storm event (Type II, TR 55).  

The Manual of Instruction, Roadway Drainage specifies the use of a 
50 year storm event for the design and construction of pump 

facilities.  No specific requirements have been set forth on the 80
th
 

So. Pump station and in accordance with the information provided 

in Appendix 3 of the RFP, the wet well for this pump station has 

50 Year 
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been identified as a detention facility.  Please clarify as to which 

storm event must be utilized for the evaluation of the 80
th
 So. Pump 

station.   

Appendix 3 – 

Engineering Data 

The RFP included informative design files for this project.  On the 

north end of the south bound widening where the project is tying into 

the 7800 South Bridge there is a very quick widening.  It appears that 
this is due to the bridge having a design exception for the shoulder 

width and trying to get this width as quick as possible.  Please clarify 

if this abrupt widening is required or if a more smooth transition 

would be acceptable.   

Obtain the full shoulder as quickly as possible. 

Appendix 3 – 

Engineering Data 

The existing CIP barrier will need to be removed, but in the RFP it 

makes no mention of whether or not the pavement underneath the 

barrier is to be removed.  Please clarify whether it is required to saw 
cut and remove the pavement under the barrier or if we can cut the 

barrier and leave the pavement in place.   

Sawcut the pavement at the inside toe of the barrier. 

Chapter 3 

Appendix 1-3B 
Sec. 3B.3.P 

Section 3B.3.P of the RFP requires that all 42” and smaller trunk line 

be abandoned and replaced at the edge of pavement.  Please clarify 
whether this will be required for the project.   

Yes, this is a requirement for the project. 

ITP 4.4.2.2 

4.4.2.2.C lists Form DBE (Disadvantaged Enterprise Business) as a 

required Proposal Form. On other design-build submittals, UDOT 

had removed, by addendum, this form from the Technical Proposal 
requirements since the information is covered in the Price Proposal. 

Is Form DBE still required for this project? 

The DBE form will be deleted.  DBE information will 

be required through the EBS. 

Appendix 3 –  
UTA –  

Amendment #6 

In Amendment #6 to the Cooperative agreement between UDOT 
and UTA it states that R.O.W. fence is needed on top of the MSE 

wall.  Please clarify it the contractor is going to be required to place 

R.O.W. fencing on top of the west side walls or if they are 6’ tall 

walls if we can tie the fence into the wall. 

Fence is required on top of the walls. See Chapter 3 – 
Appendix 1 3K.4.17. 

 


